[image: image1.png]





Flex-EL Taipale Automotive Heating




Standard heating elements
12V

	

	Width:

   Lenght:
Power:
Amps:


 

	

	127020.450-1900

	70 mm

  450 mm
10w
0,83A


70 mm
          
  900 mm
20w
1,7A


70 mm          
1450 mm
30w
2,5A


70 mm           
1900 mm
40w
3,3A


	

	122360.230-1750

	230 mm
  250 mm
15w
1,25A


	230 mm
  500 mm
30w
2,5A


	230 mm
  750 mm
45w
3,75A


	230 mm
1000 mm
60w
5,0A


	230 mm
1250 mm
75w
6,25A


	230 mm
1500 mm
90w
7,5A


	230 mm
1750 mm
105w
8,75A


	

	122560.250-1750

	250 mm
  250 mm
15w
1,25A


	250 mm
  500 mm
30w
2,5A


	250 mm
  750 mm
45w
3,75A


	250 mm
1000 mm
60w
5,0A


	250 mm
1250 mm
75w
6,25A


	250 mm
1500 mm
90w
7,5A


	250 mm
1750 mm
105w
8,75A


	

	123570.180-580

	350 mm
  180 mm
17,5w
1,5A


	350 mm
  310 mm 
35,0w
3,0A


	350 mm
  445 mm
52,5w
4,4A


	350 mm
  580 mm
70,0w
5,8A


	

	1250125.355-1415

	500 mm
  355 mm
31w
2,6A


	500 mm
  535 mm
47w
3,9A


	500 mm
  720 mm
62,5w
5,2A


	500 mm
  905 mm
78w
6,5A


	500 mm
1090 mm
94w
7,8A


	500 mm
1275 mm
109w
9,0A


	500 mm
1415 mm
125w
10,4A



Material;  
Polyester-aluminium-polyester laminate.  
Thickness:
0,2mm
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